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71CNG START-UP IN THE IFS7000
1. The 71CNG is auto-addressed with the common "Setup>Initialization>Clean Initialization" procedure 
from the display of the IFS7002 �re control panel;
2. The 71CNG could be recognized and veri�ed with procedure "Setup>Initialization>Check" - both LEDs 
will be continuous ON;
     Note: Be aware that the 71CNG device is recognized as a Conventional Interface module FD7201S;
3. On system start-up the 71CNG device will warm-up for 120 sec. before being in Duty mode with both 
LEDs �ash on a period of 16 sec;
4. From menu "Lists > Devices status" the panel will read the online status of the device. The value of the 
conventional line is the ADC measurement of the semi-conductor sensor built-in the 71CNG.
5. In Duty mode press the Test button of the 71CNG in order to make LED test of the detector;
     Note: Do not hold the button for more than 5 seconds

CONTENTS OF DELIVERY:
Gas Detector 71CNG                - 1 pc
Package box                               - 1 pc
Lea�et                                           - 1 pc
Label for operation period     - 1 pc

SERVICE SCHEDULE
The built-in the 71CNG semiconductor  sensor component is with lifetime of 5 years. 
After the detector is installed then the maintenance company must take care to stick and mark the
visible area of the cabinet (refer the "Lea�et") with the provided "Label for operation period". 
The operation period of the 71CNG is out of service as soon as the lifetime of the semiconductor sensor 
component is over.
In case that the 71CNG is out of its marked operation period, then contact the maintenance company.
The semiconductor sensor component/technology does not stand a gas sensing over 40% of the LEL.
A gas with methane saturation over 40% of the LEL will cause the malfunction of the sensor.
An instance of gas over the 40% LEL reduces the life of the semiconductor sensor.
The 71CNG gas detector is tested only with dedicated test equipment.
Never clean the device with chemical products. If necessary to clean then disconnect the cables
and use use humid towel.

WARRANTY
Installation and maintenance must be done from quali�ed and/or authorised technician, only with
guarantee of the origin of the spare parts.
The warranty period is 36 months from the date of sale, providing that the installation requirements 
have been observed.
The manufacturer does not bear warranty liabilities for damages caused through accidental mechanical 
damage, misuse, adaptation or modi�cation after production.

UniPOS wishes you a successful work !
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